
A ^#FffX*TITYL PADS FoR PAVEMENT MARKERS

The Apex Butyl Pad is a rubber based sealant formulated to be used on Pavement Markers.
Permanently flexible, non-shrinking and extremely water resistant. Superior surface adhesion.
Will adhere to any clean dry surface. Impact resistant, fast setting.
Pads are ready to use with release paper. No

Dimension:
A. 3.93"x3.93"x0.09"( 105mm x 100mm x 2.3mm )

Packing:
50pcs/Box - 2kgs
I bxs / Case - 'lB kgs

clean up and no special tools needed.

Dimension:
8.4.52"x3.14"x0.09"( 11Smm x B0mm x 2.3mm )

Packing:
50 pcs / Box - 1.75 kgs

B bxs I Case - 16.5 kgs

Special sizes are available upon request.

Typical Physical Properties:
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11033 Forest Place

Santa Fe Springs, CA 90670
Phone: (562)944-BB78

Fax: (562)944-2298

E-mail: sales@apexmarker.com

Web: www.apexmarker.com

TRAFFIC SUPPLY
500 Farm Road 3013 West
Eagle Lake, Texas 77434
Phone: (979)234-5509

Fax: (979)234-5446
E-mail : tsi@apexmarker.com
Web: www.apexmarker.com

USER' S RESPONSIBILITY
EAC}I ASPICT OF YOUR OPERATION SHOULD BE EXAMINED TO DITER\4INE IF, OR WHERI, ADDITIONAL PRECAUTIONS MAY BE NECESSARY IT IS YOUR RESPONSIBII ITY TO USE TH1E
INFORMATION 'IO DEVELOP APPROPRIATED WORK PRACTICE CUlDELINES AND EMPI.OYEE INSTRUCT1ONAL PROGRAMS FOR YOUR OPERATIO\,

DISCLAIMER OF LIABLITY
WE DO NOT ASSUME A]\IY RESPONS]BII,ITY AND EXPRESSI,Y DISCI,AIV ANY LIABII-ITY FOR ANY USE OF THIS MATERIAL. ALI- STATEMENTS OR SUCCESTIONS ARE MAI]E MTHOUT WARMNTY
EXPRESSED OR IMPLIED,

WARMNTY
PRODUCT IS SOI,D WITHOUT WARRANTY, EXPRISSED OR IMPI,IID, EXCEPT IF SIIOWN TO BE DEFECTIVE IN MATERIAI,S WITHIN 30 DAYS OF SHIPMENT BY US, IT WII-I, BE REPI,ACED OR AT OUR
OPTION THE PURCHASE PRICE wlLL BE REFUNDEII TO THE PURCHASER. wE ASSUIVIE No RESPONSIBILITY !'OR CONSEQLiENI']AL DAMAGE ARISINC r-R0lvl THE USE OF OUR PRODUCTS. USER
MUST CONFIRM THE ADAPTABILITY OF OUR PRODUCTS BY THEIR OWN TESTS, NO REPRESENTATIVE OP OUR COMPANY OR ANY OTHER HAS AUTHORIZATIO\ TO CRANT ANY ADDITIONAL
WARRANTY,

Property Requirements Typical Results

Softening Point 93'C min 102'c
Flash Point 288'C min 3040c

Penetration@3fC 3O max 20
Viscosity, 204'C cps 2000 6000

Ductility @4"C, L cm/min, cm 5 min 10
Ductility @25"C, Scm/min, cm 15 min 30

Comment Permanently stuck on concrete
(even with pulling and bashing)


